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Electrical Specifications 
Quick Start Guide 

All electrical work must be performed by a licenced electrical contractor in accordance with AS/NZS 
3000 and local electrical supply authority rules.  A noƟficaƟon of electrical work must be lodged with 
the supply authority.  Please provide this specificaƟon sheet and alarm panel to the licenced 
electrical contractor. 

 
1. Connect the ancillaries to the 4-

core cable as per the following 
diagram:  

HIGH LEVEL INPUT NOTE - High level  
funcƟonality can be triggered either by 
using an air tube type high level pressure sensor OR a float switch connected to the red and yellow 
wires of the 4 core cable. If the float switch input is not being used, please ensure that the 
corresponding wires cannot short out or erroneous high-level alarms can occur.  

EXTERNAL MUTE NOTE - The external mute buƩon can be used only to mute the internal siren. 
Alarm test can be performed only by the mute buƩon on the front panel. MuƟng for remote alarm 
can only be performed on the remote alarm itself. 

2. Select the use of a strobe or remote alarm panel: 
a. The Treatment Tech BASIC can be used with either a remote alarm indicator or a strobe 

light and the internal siren can be used for alarm indicaƟon. 
b. To switch between alarm plate and strobe modes, press the mute buƩon 3 Ɵmes within 10 

seconds of power on. The selected mode is indicated by the remote mode indicator LED. 
c. Please note that Australian standards require audible and visual alarm that can be noƟced 

from inside the residence. 
3. Fix into posiƟon inside the treatment plant motor box, using bolts or self-tapping screws into the 

6mm holes in the mounƟng tabs. 
4. Connect the air blower and effluent pump: 
5. Where used, connect the air pressure and high-level hoses to the sensor inputs: 

SPLICE CONNECTORS - Lever style splice connectors are supplied for joining the output wires to 
ancillaries. To use, simply strip 10mm of insultaƟon from the wires, liŌ the lever, insert the wire and 
close the lever. Typically, only one wire per side; the wires will be joined internally. 

ALARM PANEL NOTE - Move the jumper from the off posiƟon to the on posiƟon (boƩom two 
terminals on the circuit board of the alarm panel). 
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